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POLITURA PRIMER - 1 

TECHNICAL DATA: Politura Primer 

 Politura Single Component Penetrating Primer 

Mix Ratio 

No mixing required ready to use for application onto nonabsorbent surfaces 
May be diluted 1:1 with clean water for a first coat onto absorbent surfaces 

Application Conditions and Temperature: 

Minimum 4 °C air and substrate temperature. Humidity must not exceed 85% 

Cure Schedule: 

Temperature 10 °C 20 °C 30 °C 

Light Foot Traffic 3-4 hours 2-3 hours 1-2 hours 

Tack free 90 minutes @ 20 °C 

Mechanical Load 2 – 3 days @ 20 °C 

Pot Life No pot life 

Re Coat window: 

Single coat application but should subsequent coats be necessary, on highly porous surfaces, do not 
proceed until the previous coat is completely dry. 

1 Litre Yield as a primer coating undiluted: 6 m² 

Package Size: Available in 5 litre units 

Shelf Life: 12 months in unopened containers. Protect from frost 

Storage: Store product at normal room temperature, before using. Storage should be between 10 °C and  
25°C. Do Not Store above 35 °C. Any part used kits should be completely re sealed with tape and used as 
soon as possible. 
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POLITURA PRIMER - 2 

 
 
 
 
 
 

 

Product Description: 
 

 Politura Primer is a single component ready to use, impregnation resin primer for concrete, timber or 
metal surfaces. 
 

 Politura Primer removes shading through the Micro Cement from concrete of varying porosity or 
when covering multiple types of surfaces. 

 

 Politura Primer can be used both horizontally and vertically. 
 

 The product has a milky appearance, is solvent free with little smell. 
 
 

Product features 
 

 Solvent free non hazardous 

 Safe and reliable 
 Long working life 

 Excellent Adhesion  
 

 

Areas of Use: 
 

 As a bonding agent on all concrete, timber and metal surfaces. 

 As a bonding agent for Polymer modified cement. 
 

 

Surface Preparation: 
 

Ensure that the surface to be coated is free from all dirt, oil, foreign contaminants, laitance and any 
previous poorly adhered coatings to the substrate. The substrate to be coated has to be free of dust and 
must have adequate tensile and compressive strength. 

 

Please note areas already coated with synthetic resin cannot be coated with this product.  
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POLITURA PRIMER - 3 

      

           Application 

 

 Politura Primer is a single component product and ready to use – no mixing required. 
 A single coat maybe satisfactory on non-porous surface’s applied by generously saturating the area 

with a lint free roller. On porous surfaces the product can be diluted 1:1 with clean water, two or 
occasionally three coats may be required. Politura Primer may also be applied with a paint brush or 
sponge. 

 The surface should be saturated with primer to the point where no more fluid is being accepted into 
the pores and the surface appears completely covered. 

 The product should be applied in a two directions and evenly distributed. 
 Excess material and ponding must be avoided. 

 Always use new and clean rollers and ensure maximum ventilation for the water content in the Primer 
to evapourate. 

 Maintain temperatures and humidity within the recommended ranges during the application and 
during the curing process. Before application the product must be at the same temperature as the 
room in which it will be applied. Exposure to water should be avoided within the first 24 hours. 

 

 1.05 kg per/ litre 

            Safety Information 
 

 Before application of any resin the appropriate SDS must be read and strictly adhered to. Resins 

contain sensitizing agents which can lead to severe allergic reactions. 

 The Politura range is formulated without MXDA and several other of the most severe agents for 

sensitization, however all safety precautions as outlined in the SDS must be carried out. 

 
      Maintenance 
 

Please read the information sheet. Correct maintenance is vital to ensure optimum performance from 
your floor for years to come. 
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TECHNICAL DATA: Politura Cement 

 
 

Product Description: 
 

• Politura is a Polymer Modified Microcement that was created after years of research, 
development and decades of experience having introduced our first Microcement in 1992. The 
technology behind Politura is the most advanced in the market place in terms of durability and 
ease of application. The triple quartz matrix ensures that Politura has industry leading wear 
resistance. 

 
• Our Microcement is not manufactured with Calcium Carbonate (chalk) with a Mohs scale 

reading of 3 or even silica sand with a Mohs hardness of 5 – 6. Politura is manufactured from 
Quartz sand with a Mohs hardness of 7. 

 
• Because of its exceptional hardness Politura can be polished without the use of waxes to give a 

true polished concrete look removing all the associated maintenance issues and bacteria 
harbouring waxes. 

 
• Politura is a just add water product. No need to keep or stock liquid polymer. By incorporating 

the polymer into the powder product, we have been able to improve adhesion, shorten 
working time and increase surface hardness. Consistency of product and finish has been greatly 
enhanced. 

 
• Politura is supplied pre-coloured to eliminate contractor time and potential errors on site. 

What’s more Politura Medium, Politura Fine and Politura Stone have a very subtle colour 
difference so as the product is sanded a natural marbling effect will appear without all the trial 
and error associated with other products. This is very easily controlled by the contractor. 

 
• Politura offers the applicator a consistent, high quality product that can be applied over and over 

again while achieving the same results. What’s more Politura is a 2 – 3 day system saving the 
contractor time and money. 

 
• By combining the three grades of Politura the applicator has a choice of six different finishes, 

Textured, Salt and Pepper (industrial Look), Smooth Polished, Smooth Linen, Soft Cloudy and 
Stone effect with a very smooth and even finish with little texture or marbling. However in the 
hands  of an experienced craftsman it’s possible to achieve a multitude of finishes and designs. 
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• With its modern seamless tactile feel Politura creates the simple elegant look that will satisfy even the 
most demanding of clients. Available in a wide range of neutral shades Politura is just as at home in an 
elegant loft as a country farm house. 

 
• Once sealed with one of our wide range of products, Politura will continue to give the client an 

elegant seamless easily maintained floor for many years to come. 
 
 

Product features 
 

• Solvent free 
• Environmentally friendly 
• Easy application, pre-coloured and just add water 
• Safe, reliable and repeatable finish 
• Excellent adhesion to mineral surfaces, timber, MDF and even steel. 
• Long working life, rapid drying. 
• Low to zero odour 
• UV Stable 
• Water and Chemical Resistant 
• Same product but different finishes achievable 
• Rapid return to work. 

 
 

Areas of Use: 
 

Domestic 
• Kitchens 
• Bathrooms 
• Living areas 

 
Commercial - any commercial area requiring a high quality floor with an added wow! 

• Shops 
• Offices 
• Show rooms 
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Mix Ratio 
 

10Kg Politura Medium: 3.2 – 3.8 litres clean water at 20o C 
10Kg Politura Fine: 3.2 – 3.8 litres clean water at 20o C 

 
To applicators desired consistency, the chosen amount of water must be maintained throughout the 
mixing of multiple kits. 

 
 

Application Conditions and Temperature: 
 

Minimum 5o C air and substrate temperature. 
Optimum 20 o C air and substrate temperature. 

 
Working Time:  

Temperature 10 °C 20 °C 30 °C 
Time 60 minutes 45 minutes 30 minutes 

 
 

Cure Schedule: 
 
 

Temperature 10 °C 20 °C 30 °C 
Light Foot Traffic 14 - 16 hrs 8 – 10 hrs 6 - 8 hrs 
Tack free: 3 - 4 hours @ 20 °C 
Mechanical Load: 2 – 3 days @ 20 °C 
Full Chemical Resistance: 28 days @ 20 °C 
Pot Life : 45 minutes @ 20 °C 

 
 

Additional Coats: Once previous coat is dry usually 3 - 4 hours @ 20o C and 45% RH 
 

Yield at prescribed coverage rate of 0.6 – 1.2 kg/m² is 1.6 m² to 0.8 m² 
 

Package Size: Medium / Fine - Available in 2kg and 10kg units. Stone - Available in 10 Kg units 
 

Shelf Life: 6 - 12 months in unopened containers depending on storage conditions 
 

Storage: Store product at normal room temperature in dry damp free conditions. Storage should be 
between 10 °C and 20 °C. Any part used kits should be completely re sealed with tape and used as soon as 
possible. 
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Surface Preparation: 
 

• Prior to application the substrate must be mechanically prepared to ensure that all dirt, oil, dust, 
foreign contaminants, laitance and any previous poorly adhered coatings are removed to ensure a 
trouble free bond to the substrate. The substrate to be coated has to be levelled, dry, free of  dust 
and must have adequate tensile and compressive strength minimum 35N. 

 
• New Cement based screeds should be allowed to cure for a minimum of 28 days. 

 
• The area should then be primed with Politura Primer at a rate of 200 g/m2 depending on substrate 

absorbency (please refer to the technical data sheet). On highly absorbent surfaces it may be 
necessary to add a first coat of primer diluted 1:1 with clean water. Tests should be carried out prior   
to application. 

 
• The applicator must ensure the primer is completely dry before the application of the first coat of 

Politura, (please refer to the technical data sheet). 
 
 

Mixing Politura Medium / Fine / Stone 
 

• Politura is a single dry component, supplied in 10Kg tubs) large enough to accommodate the product 
and mixing water. 

• Carefully open the container. Add about 2.5 litres of the required 3.2 – 3.8 litres of water (depending 
on Politura Grade and consistency required) into the product.  

• Add the water gradually to the powder while continually mixing with a suitable mixing paddle (Achtis 
vortex toothed paddle). 

• Add the remaining water to applicator desired consistency, up to a maximum of 3.8 litres. Once all 
the water is in the mixing bucket continue to mix at a slow speed, 200-400rpm, for a minimum of 3 
minutes until the product is completely homogeneous.    When mixing multiple kits, the same volume 
of water should be used to ensure uniform colour and texture. 

• Replace the lid and leave to stand for a minimum 3 minutes pre-reaction time. 
• After 3 minutes thoroughly mix the product to a homogenous lump free consistency. 
• Always ensure thorough mixing as improper mixing may result in product failure. 
• Full kits should be mixed to maintain the ratios of cement, quartz sand and polymer resin. If part of a 

kit is to be used, the whole dry kit should be thoroughly premixed before carefully measuring out the 
required weight of product. 
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Application - Textured Finish 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. The creation of a textured finish is actually the hardest 
to achieve as the amount of texture can be difficult for the customer to visualise. We therefor 
recommend that samples are provided and approved before application. 

 
• Optional, sanding with 50 grit diamond pad on this finish is only necessary to remove any excessive 

ripples or ridges. 
 

• Apply a second coat of Politura Medium at a rate of 0.7 – 1.2Kg / m2. 
 
• This coat can be applied as a full coverage coat or in a random “hit and miss”, which would give more of a slate or 

stone effect. Create a texture as per approved sample by creating movement or flattening the surface with the trowel. 
 

• Optional, sanding again with 50 grit diamond pad on the second coat is only necessary to remove any 
undesried ripples or ridges. 

 
• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 

 
• Once dry, apply the chosen sealer in accordance with relevant technical data sheets. For the application of 

APU 48 Polyurethane sealer on Politura this is usually 72 hours, or 24 – 48 hours for DIA Sol and water 
based acrylics. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 

Sealer Options 
 

• DIA Sol Impregnating sealer, 1 or 2 coats to achieve 0.2 – 0.25Kg / m2  
• APU 48 Matt Sealer @ 0.2Kg / m2 
• APU 48 PT R10 Matt Slip Resistant Sealer @ 0.2Kg /m2 
• APU 47 High Gloss SL Sealer @ 0.30Kg / m2 (primer required) 

Please refer to relevant technical data sheets prior to application. 
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Application - Salt and Pepper 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. A pool trowel or rounded spatula should be used to 
reduce ridges in the application and save time on sanding. Try to achieve as smooth and uniform finish 
as possible. 

 
• Optional, sand with 50 grit diamond pad on this finish to remove any ripples or ridges and give a 

smooth finish then thoroughly vacuum. 
 

• Apply a second coat of Politura Medium at a rate of 0.7 – 1.2Kg / m2 taking care to achieve the desired 
effect. If chatter marks, trowel marks or burnishing etc are required in the final finish they should be 
applied in this coat. 

 
• Sand with 50 - 100 grit diamond pad on the second coat to remove all ripples or ridges. If required sand 

further. 
 
• Apply a third tight coat of Politura Medium to give a very uniform finish with no ridges or movement 

and sand with a 50 – 100 grit diamond. 
 

• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 
 

• Once dry apply the chosen sealer in accordance with relevant technical data sheets. For the application of 
APU 48 Polyurethane sealer on Politura this is usually 72 hours, or 24 – 48 hours for DIA Sol and water 
based acrylics. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 
 

Sealer Options 
 

• DIA Sol Impregnating sealer, 1 or 2 coats to achieve 0.2 – 0.25Kg / m2 
• APU 48 PT R10 Matt Slip Resistant Sealer @ 0.2Kg /m2 
• APU 48 Matt Sealer @ 0.20Kg / m2 
• APU 47 High Gloss SL Sealer @ 0.30Kg / m2 (primer required) 

Please refer to relevant technical data sheets prior to application 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. Please seek 
technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no warranty is made, expressed or 
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Application - Smooth Polished 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. A pool trowel or rounded spatula should be used to 
reduce ridges in the application and save time on sanding. Try to achieve as smooth and uniform finish 
as possible. 

 
• Sand with 50 grit diamond pad on this finish to remove any ripples or ridges and give a completely 

smooth finish then thoroughly vacuum. 
 

• Apply a second coat of Politura Medium at a rate of 0.7 – 1.0Kg / m2 taking care to achieve the desired 
effect. If chatter marks, trowel marks or burnishing etc are required in the final finish they should be 
applied in this coat. Increased burnishing and ultra-smooth finishes can be achieved by allowing your work 
to dry slightly and then using a stainless-steel pool trowel and minimal water to polish the surface as you 
work your way over the floor or by a second applicator following behind. 

 
• Sand with 50 - 100 grit diamond pad on the second coat to remove all ripples or ridges. 

 
• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 

 
• To achieve the desired effect without micro pores, apply a coat of Politura Fine to “fill” any blemishes at 

a rate of approximately 600g / m2. 
 

• A final sanding of the surface can then be carried out with 400 – 800 grit, as required, to give a smooth 
polished effect. 

 
• Once dry this surface can be sealed with DIA Sol or BI SOL, or water based acrylics, apply sealer in 

accordance with relevant technical data sheets. 
 

• After sealing with an impregnation solution, the surface can be re-polished with 800 – 4000 grit sanding 
screen or a polishing pad. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 
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Application - Smooth Linen 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. A pool trowel or rounded spatula should be used to 
reduce ridges in the application and save time on sanding. Try to achieve as smooth and uniform finish 
as possible. 

 
• Apply a second coat of Politura Medium as above. 

 
• Sand with 50 grit diamond pad on this finish to remove any ripples or ridges only giving a slightly 

grainy finish then thoroughly vacuum. 
 
• Apply a third tight coat of Politura Medium 0.5 – 0.6Kg / m2 to give an absolute uniform 

consistency and very lightly sand to desired texture. 
 

• Apply a coat with Politura Fine at a rate of 0.4 – 0.5Kg / m2 to fill micro pores only. 
 

• Sand with 100 – 400 grit to desired finish.  
 

• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 
 

• Once dry this surface can be sealed with APU 48, DIA Sol, BI SOL or water based acrylics, apply sealer in 
accordance with relevant technical data sheets. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 
 
 

Sealer Options 
 

• DIA Sol Impregnating sealer, 1 or 2 coats to achieve 0.2 – 0.25Kg / m2 
• APU 48  Matt Sealer @ 0.20Kg /m2  
• APU 48 PT R10 Matt Slip Resistant Sealer @ 0.2Kg /m2  
• APU 47 High Gloss SL Sealer @ 0.30Kg / m2 (primer required) 

Please refer to relevant technical data sheets prior to application 
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Application – Cloudy (Subtle Movement) 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. A pool trowel or rounded spatula should be used to 
reduce ridges in the application and save time on sanding. Try to achieve as smooth and uniform finish 
as possible. 

 
• Sand with 50 grit diamond pad on this finish to remove any ripples or ridges and give a completely 

smooth finish then thoroughly vacuum. 
 

• Apply a second tight coat of Medium at a rate of 0.6 – 0.8Kg / m2. Leaving no trowel marks and  sand this 
surface with a 50 grit diamond pad to give a completely smooth finish. 

 
• Apply a coat of Politura Fine at a rate of 0.6 – 0.8Kg / m2 taking care to leave as few trowel marks as 

possible. Sand with a 180 – 400 grit. 
 

• Optional second coat with Politura Fine at a rate of 0.5 – 0.6Kg / m2 leaving no trowel marks. 
 

• Sand with 180 – 400grit to desired finish.  
 

• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 
 

• Once dry this surface can be sealed with APU 48, DIA Sol, BI SOL or water based acrylics, apply sealer in 
accordance with relevant technical data sheets. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 
 
 

Sealer Options 
 

• DIA Sol Impregnating sealer, 1 or 2 coats to achieve 0.2 – 0.25Kg / m2 
• APU 48 Matt Sealer @ 0.20Kg /m2  
• APU 48 PT R10 Matt Slip Resistant Sealer @ 0.2Kg /m2  
• APU 47 High Gloss SL Sealer @ 0.30Kg / m2 (primer required) 

Please refer to relevant technical data sheets prior to application 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. 
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Application – Stone 
 

Method 
 

• Immediately after mixing the product apply a first coat of Politura Medium with a pool trowel or 
rounded spatula at a rate of 0.7 – 1.2Kg / m2. A pool trowel or rounded spatula should be used to 
reduce ridges in the application and save time on sanding. Try to achieve as smooth and uniform finish 
as possible. 

 
• Sand with 50 grit diamond pad on this finish to remove any ripples or ridges and give a completely 

smooth finish then thoroughly vacuum. 
 

• Apply a second coat of Politura Medium at a rate of 0.6 – 0.8Kg / m2. Leaving no trowel marks and lightly 
sand  this surface with a 50 grit diamond pad. 

 
• Apply a coat of Politura Sone at a rate of 0.8Kg – 1.0Kg / m2 taking care to leave as few trowel marks as 

possible. Sand with a 100 – 400 grit. 
 

• Optional second coat with Politura Stone at a rate of 0.5Kg – 0.6Kg / m2 leaving no trowel marks. 
 

• Sand with 180 – 400grit to desired finish. For a polished finish apply DIA sol and polish with a buffing pad. 
 

• Thoroughly vacuum the area once dry to remove ALL DUST and sand grains. 
 

• Once dry this surface can be sealed with APU 48, DIA Sol, BI SOL or water based acrylics, apply sealer in 
accordance with relevant technical data sheets. 

 
• Remember to always maintain a wet edge when applying Politura and sealers. 

 

• The recoat windows and preparation guidelines must be strictly adhered to. 
 
 

Sealer Options 
 

• DIA Sol Impregnating sealer, 1 or 2 coats to achieve 0.2 – 0.25Kg / m2 
• APU 48 Matt Sealer @ 0.20Kg /m2  
• APU 48 PT R10 Matt Slip Resistant Sealer @ 0.2Kg /m2  
• APU 47 High Gloss SL Sealer @ 0.30Kg / m2 (primer required) 

 
Please refer to relevant technical data sheets prior to application 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. 
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warranty is made, expressed or implied. We do not assume responsibility for work not carried out by us. We recommend that on-site-trials be conducted. 



Our “General Terms and Conditions” apply. This data sheet supersedes all previous data sheets. 

Politura - 11 

 

 

 

Maintain temperatures and humidity within the recommended ranges during the application and during the 
curing process. Before application the product must be at the same temperature as the room in which it will 
be applied. The floor temperature must not be any more than 3 °C lower than the room temperature unless 
this will be at dew point. If a dew point situation occurs the product may spot and lead to possible failure or 
compromised product characteristics. 

 
New under floor heating must have been turned on for at least 28 days then turned off prior to application. 

 
Damp surface and or Vapour pressure present. 

 
1. Prime the prepared substrate with EP 72 Vapour Barrier at recommended coverage rate (refer to EP 

72 TDS). 
2. Prime again with EP 72 Vapour Barrier and sand to rejection. Both coats together must achieve a 

minimum of 900 g/m² (refer to EP 72 TDS). 
 

These two stages should be considered as a separate process to address the moisture in the slab. 
 
 

PRODUCT PERFORMANCE DATA 
 

Shore D Hardness 83 

Viscosity Mixed Parts 2200 -3700 mpas 
Solids Content >99% 
Density 1.3 – 1.5 kg per/ litre 
Taber Abrasion Test @3300 ≤ 1 g 

Compressive Strength 46 N/mm² 
Bending Tensile Strength 10 N/mm² 

 
Safety Information 

 
• Before application of any resin the appropriate SDS must be read and strictly adhered to. Resins 

contain sensitising agents which can lead to severe allergic reactions. 
• The Politura range is formulated without MXDA and several other of the most severe agents for 

sensitisation, however all safety precautions as outlined in the SDS must be carried out. 
 

Maintenance 
 

Please read the information sheet. Correct maintenance is vital to ensure optimum performance from 
your floor for years to come. 
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TECHNICAL DATA: Pre Seal 

 
Single Component Impregnator 

 
Product Description 
 

• Pre Seal is a single component, ready to use, impregnation fluid for microcement surfaces, prior to the 
application of water based polyurethanes only. 

 
• Pre Seal will not noticeably change the colour of Microcement. Please trial a small area before full 

application. 
 

• Pre Seal is designed to significantly reduce the chance of roller marks when subsequently applying      
APU 48 Polyurethane. 

 
• Pre Seal is cost effective, requiring no more than 200g /m2 and results in significant labour savings when 

applying a polyurethane top coat. 
 

• Rapid drying allows the surface to be top coated in as little as 4 hours (at 20 oC with good ventilation). 
 

• The product is solvent free, odour free and non-hazardous. 
 

Mix Ratio 
 
No mixing required ready to use 
 
Application Conditions and Temperature 
 
Minimum 5 °C - Maximum 35 oC air and substrate temperature.  
 
Cure Schedule: 
 
 
Temperature 10 °C 20 °C            30 °C 
Light Foot Traffic        8 - 12 hours 

 
         4 -6 hours    3 - 5 hours 

Tack free 60 minutes @ 20 °C 
Mechanical Load N / A 
Full Chemical Résistance                               N / A 
Pot Life No pot life 
 
 
 



 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. 
Please seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no 
warranty is made, expressed or implied. We do not assume responsibility for work not carried out by us. We recommend that on-site-trials be conducted. 
Our “General Terms and Conditions” apply. This data sheet supersedes all previous data sheets. 
 
Pre Seal - 2  

 

 
 
 

 
 
 
 
Re Coat window: 
 
Single coat application, only coat with water based polyurethane and once completely dry. 
 
No recoat window 
 
Yield as a resin coating / Kg at 0.2 kg/m² is 5 m²  
 
Package Size: Available in 1 and 5 Kg units 
 
Shelf Life: 12 months in unopened containers. Protect from frost 
 
Storage: Store product at normal room temperature, before using. Storage should be between 10 °C and 20 °C. 
Do Not Store above 35 °C. Any part used kits should be completely re sealed with tape and used as soon as 
possible. 
 
 
Product features 
 

• Solvent free 
• No surface colour change 
• Safe and reliable 
• Long working life 
• Hydrophobic 
• Increased Water and Chemical Resistant 
• Suitable for counter tops 
 

 
 
Areas of Use: 
 

 
• Micro Cement applications both vertically and horizontally 
• Concrete or Micro Cement counter tops 
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Surface Preparation: 
 
Ensure that the surface to be treated is free from all dirt, dust and any foreign contaminants. 
 
To treat an area already in use it must be cleaned and stripped if necessary. Conduct a trial and evaluate the 
results. 

 
 

Application 
 

• Pre Seal is a single component product and ready to use – no mixing required. 
• Pre Seal should be applied in a single coat by applying a thin coat of product to the area with a lint 

free roller, micro fibre pad, sponge or cloth. 
• Once the surface is covered with Pre Seal, bubbles will appear. This is natural and simply air being 

displaced by the product from micro pores. These bubbles will pop naturally. To avoid seeing a 
“cratered” effect from these popped bubbles the product should be applied, cross rolled, then 
continually rolled until no more bubbles are evident.  

• If any bubbles are evident once dry the surface can be lightly sanded then another light coat of Pre 
Seal applied. 

• The surface must be evenly covered with fluid. 
• Excess material and ponding absolutely must be avoided. 
• Before the product is dry any excess on the surface should be removed with a cloth, micro fibre pad 

or sponge 
• Always use new and clean application equipment and ensure maximum ventilation for the water 

content in Pre Seal to evaporate. 
• Always maintain a wet edge. 
• Maintain temperatures during the application and during the curing process. Before application the 

product must be at the same temperature as the room in which it will be applied. The floor 
temperature must not be any more than 3 °C lower than the room temperature unless this will be 
at dew point. If a dew point situation occurs the product may spot and lead to possible failure or 
compromised product characteristics. 

• Exposure to water must avoided until Pre Seal is overcoated with Polyurethane. 
 

Safety Information 
 

• Before application of any resin the appropriate SDS must be read and strictly adhered to. 
Resins contain sensitising agents which can lead to severe allergic reactions. 

• The Politura range is formulated without MXDA and several other of the most severe agents 
for sensitisation, however all safety precautions as outlined in the SDS must be carried out. 

 
 



 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. 
Please seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no 
warranty is made, expressed or implied. We do not assume responsibility for work not carried out by us. We recommend that on-site-trials be conducted. 
Our “General Terms and Conditions” apply. This data sheet supersedes all previous data sheets. 
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Maintenance 
 

Please read the information sheet. Correct maintenance is vital to ensure optimum 
performance from your floor for years to come. 



 
 
 
 
 

TECHNICAL DATA: APU48 
 

APU48 2 Component Photo Stable Polyurethane Matt-Sealer 
 

Mix Ratio 
 

By Weight   4 Part A  :  1 Part B 
By Volume 100 Part A : 24 Part B 

 
Application Conditions and Temperature: 

 
Minimum 10 °C, air and substrate temperature and humidity must not exceed 75%. The difference in 
the floor and room temperature must be less than 3°C 

 
Working Time:  

Temperature 10 °C 20 °C 30 °C 
Time 120 minutes 60-90 minutes 30 minutes 

Cure Schedule: 
   

 
 
 
 
 
 
 
 
 
 

Re Coat window: 
 

18– 24 hours but within 48 hours @ 20 °C 
 

1 kg Yield at prescribed Film Thickness 0.18 – 0.22kg/m² is 4.5 to 5.5 m² 
 
Package Size: Available in 1kg and 5kg units 

 
Appearance: Milky white liquid. Cures to clear Matt finish. 
 

 
 
 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. Please 
seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no warranty is made, 
expressed or implied. We do not assume responsibility for work not carried out by us. We recommend that on-site-trials be conducted. Our “General Terms and 
Conditions” apply. This data sheet supersedes all previous data sheets. 
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Temperature 10 °C 20 °C 30 °C 
Light Foot Traffic 20-24 hrs 18-24 hrs 12-18hrs 
Tack free 2 – 3 hours @ 20 °C 
Mechanical Load 2 – 3 days @ 20 °C 
Full Chemical Resistance 28 days @ 20 °C 



 
 
 
 
 

Shelf Life: 12 months in unopened containers. Must be protected from freezing 
 

Storage: Store product at normal room temperature, 20 °C before using. Storage should be between 15 °C 
and 32 °C. 
Product Description: 

 
• APU48 is a proven high quality, 2 component, polyurethane, matt finish sealer. Designed for 

application on concrete, epoxy resin, polyurethane and cementitious floor coatings. 
 

• APU48 is based on new 2K, environmentally friendly technology and offers a great alternative to 
solvent based sealers. 

 
• Sealing with APU48 results in an even, matt surface. This means that the product is ideal for 

visually demanding areas as it reduces glare and obvious marking 
 

• APU48 cures by physical drying and chemical cross-linking to a consistent strong film. The 
resultant surface is a hard, abrasion resistant, photo-stable film with very little tendency to 
staining. It also has the important added benefit of being very easy to clean. 

 
• APU48 is extremely resistant to water based solutions, diluted acids and alkalis as well as engine 

and fuel oil. The product is very resistant to staining from household chemicals, strongly dyeing 
foodstuffs and drinks like beer/ale, red wine or coke. 

 
Product features: 

 
• Even matt surface 
• Environmentally friendly 
• Abrasion resistant 
• Low odour 
• Excellent bond strength 
• User friendly easy application 

 
 
 
 
 
 
 
 
 
 
 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. Please 
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Applications 
 

• APU48 can be used with or without decorative PVC Flakes. 
• Cafeterias, Restaurants, Waiting Areas, Gyms and Leisure Facilities, Show Rooms, Shops and 

Offices. 
• Suitable as a finish for high-quality, photo-stable, flexible decorative coatings. 
• As a matt sealer for high-quality epoxy-resin and polyurethane coatings. 
• Seal or re-seal of old epoxy resin and polyurethane resin flooring (adequate testing and 

preparation must be carried out). 
• As a Sealer for new or old concrete and polymer modified Cements. 

 
Surface Preparation: 

 
Prior to application we recommend that the substrate is mechanically prepared to ensure that all dirt, oil, 
dust, foreign contaminants, laitance and any previous poorly adhered coatings are removed to ensure a 
trouble free bond to the substrate. The substrate to be coated has to be levelled, dry and free of dust and 
must have adequate tensile and compressive strength. 

 
The ideal point of time for sealing Epoxies and Polyurethanes is achieved when the previous coating has 
built an adequate film, but hasn’t cured completely. Curing at 20 °C usually takes place after 20 hours at 
the earliest and 72 hours at the latest. 

 
This product is suitable for sealing of concrete after 28 days and cementitious surfaces after fully cured 
and completely dry. 

 
Should it be necessary to seal at a later point of time, or for re-sealing a trial should be carried out to test 
the substrate for adequate adhesion. Clean and prepare with a suitable mechanical method where 
required on old surfaces. Ensure that all dust and contaminants are thoroughly removed prior to 
commencing sealing. 

 
Mixing 

 
APU48 is a two component product. Part A should be pre mixed then thoroughly mixed for a minimum of 
two minutes with Part B using a low speed drill and mixing paddle, to ensure uniform consistency. Avoid 
air entraining the coating. Always ensure thorough mixing as improper mixing may result in product 
failure. 

 
 
 
 
 
 
 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. Please 
seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no warranty is made, 
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Application 
• Immediately after mixing pour the material into an application tray. Always maintain a wet edge to 

avoid roller marks. 
• Apply the product at a rate of 4.5 to 5.5 m² per kg in a uniform manner with a lint free short pile roller. 

To obtain a uniform streak free appearance, it is critical that the material is not applied above or below 
this application rate and that ponding is avoided. 

• Dip the roller in the coating and roll out excess material in the roller tray prior to actual application to 
the substrate. Overlap subsequent passes being sure no excess material is applied when overlapping. 
Make sure the floor has just enough material to cover evenly. 

• A second applicator should re-roll the area in the opposite direction of the first pass to level and even 
the application. 

• Direct sunlight or high temperatures may cause visible roller marking during application. Too thick of 
an application may result in blooming and product failure. The surface must be completely dry before 
the application of this product. 

• Restrict the use of the floor to light traffic and avoid the use of chemicals (28 days) and water (7days) 
until the coating is fully cured minimum (28 days). 

• Maintain temperatures and humidity within the recommended ranges during the application and 
during the curing process. Before application the product must be at the same temperature as the 
room in which it will be applied. The floor temperature must not be any more than 3 °C lower than 
the room temperature unless this will be at dew point. If a dew point situation occurs the product 
may spot and lead to possible failure or compromised product characteristics. 

 
PRODUCT PERFORMANCE DATA 

 
Abrasion Resistance Taber Abrasor < 13 mg loss ASTM D4060 
Viscosity 400-700 mpas 
Flash Point Not Flammable 
Density 1.08 kg per/ litre 
Solids Content >40 % 

 
Limitations 

• Caution! Some cleaners may affect the colour of the floor installed. Test each cleaner in a small 
area, utilizing your cleaning technique. If no ill effects are noted, you can continue to clean with 
the product and process tested. 

• Designed for floors without or very little traffic with material handling equipment. 
• Colour or gloss may be affected by humidity, temperatures, chemical exposure and application 

thickness. 
• Always remove any spilled products immediately to avoid staining. continued on page 5 

 
 
 
 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. Please 
seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no warranty is made, 
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continued from page 4 

• Avoid water for 7 days and then only a damp cloth until product is fully cured at 28 days. 
• No chemicals for 28 days. 
• For best results use a high quality short pile roller. 
• Slab on grade requires moisture barrier 
• All new concrete must be cured for at least 28 days 
• Colours may vary from batch to batch, therefore, use only product from the same batches for an entire 

job. 
 
 

 

 

Achtis Group 
1 Peryton Park, Peryton Way Europarc 

Grimsby N E Lincs DN37 9TL UK 

 
APU48 

10 
EN 13813-SR-B1.5-AR0.5-IR5 

Synthetic Resin Screed Mortar 

Fire behavior: Efl – s1 
 

Release of corrosive substances: SR 

Abrasion resistance AR 0.5 

Adhesive tensile strength: B 2.0 
 

Resistance to impact: IR 16 
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TECHNICAL DATA: DIA SOL 
 

DIA SOL Single Component Nano Coating 
 

Product Description 

 

 DIA SOL is a single component, ready to use, impregnation Nano Coating for mineral based surfaces. 

This next generation coating is formulated to enhance the beauty of Politura Micro Cement without the 

obvious glare of inferior sealers. 

 

 DIA SOL can be used on high quality, commercial concrete slabs for an un-pigmented finish. 

Impregnation with DIA SOL will not change the colour of the host product. 

 

 DIA SOL increases the surface hardness and chemical resistance of the slab. 

 

 Treated surfaces have splash resistance to Red Wine, Coffee, Oil and diluted house hold chemicals. Any 

spills should be wiped up immediately. For increased surface stain resistance contact our technical 

department. 

 

 A product feature is that it should be buffed once completely dry to a semi-gloss surface to give the 

appearance of polished concrete. 

 

 The product is solvent and odour free and extremely heat resistant. 

 

Mix Ratio 

 

No mixing required ready to use 

 

Application Conditions and Temperature: 

 

Minimum 5 °C - Maximum 35 oC air and substrate temperature.  

 

Cure Schedule: 

 

 

Temperature 10 °C 20 °C 30 °C 

Light Foot Traffic 4 - 6 hours 3 - 4 hours 2 - 3 hours 

Tack free 90 minutes @ 20 °C 

Mechanical Load 4 days @ 20 °C 

Full Chemical Résistance 28 days @ 20 °C 

Pot Life No pot life 

 



 

The information contained in this technical data sheet is based on our previous experience and knowledge. It is not possible to consider every single case. 
Please seek technical advice for specific projects. We guarantee our product is manufactured to the specifications as stated herein. Beyond that no 
warranty is made, expressed or implied. We do not assume responsibility for work not carried out by us. We recommend that on-site-trials be conducted. 
Our “General Terms and Conditions” apply. This data sheet supersedes all previous data sheets. 
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Re Coat window: 

 

One or two coat application, only apply re coat once the first coat is completely dry 

 

Yield as a resin coating / Kg at 0.2 – 0.25 kg/m² is 4 m² to 5 m²  

 

Package Size: Available in 5 and 25 Kg units 

 

Shelf Life: 12 months in unopened containers. Protect from frost 

 

Storage: Store product at normal room temperature, before using. Storage should be between 10 °C and 20 °C. 

Do Not Store above 35 °C. Any part used kits should be completely re sealed with tape and used as soon as 

possible. 

 

 

Product features 

 

• Solvent free 

• No surface colour change 

• Safe and reliable 

• Long working life 

• Hydrophobic 

• Increased Water and Chemical Resistant 

• Increased surface hardness 

• Suitable for counter tops 

• Can be polished 

• Heat resistant to 280o C 

 

 

Areas of Use: 

 

 

• As an un-pigmented wear or seal coat 

• Micro Cement applications both vertically and horizontally 

• Concrete or Micro Cement counter tops 
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Surface Preparation: 

 

Ensure that the surface to be impregnated is free from all dirt, oil, dust, foreign contaminants, laitance and any 

previous poorly adhered coatings to the substrate. 

 

To impregnate an area already in use it must be cleaned and stripped if necessary. Conduct a trial and evaluate 

the results. 

 

Please note areas already coated with synthetic resin cannot be coated with this product. 

 

Application 

 

• DIA SOL is a single component and ready to use – no mixing required. 

• DIA SOL should be applied in one or two coats by applying a thin coat of product to the area with 

a lint free roller or sprayer. DIA SOL may also be applied with a paint brush or sponge. 

• The surface must be evenly saturated with impregnation fluid to the point where no more fluid is 

being accepted into the pores. 

• The product should be applied in one direction and evenly distributed at 90° to ensure even 

coverage. 

• Excess material and ponding must be avoided. 

• Before the product is dry any excess on the surface should be removed with a rubber squeegee. 

• Always use new and clean rollers and ensure maximum ventilation for the water content in DIA 

Sol to evaporate. 

• Always maintain a wet edge. 

• Maintain temperatures during the application and during the curing process. Before application 

the product must be at the same temperature as the room in which it will be applied. The floor 

temperature must not be any more than 3 °C lower than the room temperature unless this will be 

at dew point. If a dew point situation occurs the product may spot and lead to possible failure or 

compromised product characteristics. 

• Exposure to water should be avoided within the first 7 days. DIA SOL will not impart full stain 

resistance until 28 days after application although after 7 days the product will have achieved 90% 

of its performance level. 

 

Polished Concrete effect 

 

            Once the product is fully dry the impregnated surface should be lightly polished to achieve a semi 

           gloss surface. If DIA sol is not polished prolonged foot traffic will polish the surface therefor DIA                                                     

sol should not be sold as a matt sealer. 
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Safety Information 

 

 Before application of any resin the appropriate SDS must be read and strictly adhered to. 

Resins contain sensitising agents which can lead to severe allergic reactions. 

 The Politura range is formulated without MXDA and several other of the most severe agents 

for sensitisation, however all safety precautions as outlined in the SDS must be carried out. 

 

Maintenance 

 

Please read the information sheet. Correct maintenance is vital to ensure optimum 

performance from your floor for years to come. 


	Politura Primer TDS
	Politura Micro Cement TDS (5)
	Product Description:
	Product features
	Areas of Use:
	Mix Ratio
	To applicators desired consistency, the chosen amount of water must be maintained throughout the mixing of multiple kits.
	Cure Schedule:
	Surface Preparation:
	Mixing Politura Medium / Fine / Stone
	Application - Textured Finish
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.

	Application - Salt and Pepper
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.

	Application - Smooth Polished
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.

	Application - Smooth Linen
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.

	Application – Cloudy (Subtle Movement)
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.

	Application – Stone
	Method
	 The recoat windows and preparation guidelines must be strictly adhered to.
	Please refer to relevant technical data sheets prior to application
	Damp surface and or Vapour pressure present.
	Maintenance


	Politura Preseal TDS (5)
	APU48
	APU48 2 Component Photo Stable Polyurethane Matt-Sealer
	Application Conditions and Temperature:
	Re Coat window:
	Product Description:
	Product features:
	Applications
	Surface Preparation:
	Mixing
	Application
	PRODUCT PERFORMANCE DATA

	DIA SOL TDS

